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CALIFORNIA OCCUPATIONAL SAFETY AND HEALTH STANDARDS BOARD 
 
 

PROPOSED STATE STANDARD, 
TITLE 8, DIVISION 1, CHAPTER 4 

OSHSB-98(2/98) 

Amend Section 3302 to read: 
 
 
§3302. Glass Blowing of Hazardous Substances. [Repealed] Hazardous Liquids. 

(a) For situations other than those addressed by the requirements of Section 3480 where the risk 
of  employee contact exists, hazardous liquids capable of inflicting physical injury upon contact 
with the skin (i.e., chemical/thermal burns, harmful temperature extremes) shall be covered, 
insulated or otherwise guarded against inadvertent contact.  

(b) This order does not apply to operations where the nature of the work makes covering or 
guarding impracticable. In such cases, the employer shall provide, and the employee(s) shall 
wear, personal protective equipment in accordance with the requirements of Article 10 of these 
Orders. 
NOTE: Authority cited: Section 142.3, Labor Code. Reference: Section 142.3, Labor Code. 
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PROPOSED STATE STANDARD, 
TITLE 8, DIVISION 1, CHAPTER 4 

OSHSB-98(2/98) 

Amend Section 3308 to read: 
 

§3308. Hot Pipes and Hot Surfaces. 
 
Pipes or other exposed surfaces having an external surface temperature of 140 degrees F (60 
degrees C) or higher and located within 7 feet measured vertically from floor or working level or 
within 15 inches measured horizontally from stairways, ramps or fixed ladders shall be covered 
with a thermal insulating material or otherwise guarded against contact. This order does not 
apply to operations where the nature of the work or the size of the parts makes guarding or 
insulating impracticable. 
 
NOTE: Regarding liquids, see Section 3302. 
 
NOTE: Authority cited: Section 142.3, Labor Code. Reference: Section 142.3, Labor Code. 
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